
ROCKFON® MEDICARE™ STANDARD
·  Ful!ls all standard cleaning and hygienic properties for use in healthcare, 

perfect for regularly serviced areas

·  Does not contribute to the growth of MRSA and o!ers low particle 

emissions (ISO Class 5)

·  High sound absorption, "re class A1 and dimensionally stable 

even at humidity levels of up to 100%

Cleaning

Vacuum

Damp cloth

Clean room

ISO Class 5

Edge detail Module size (mm) Weight (kg/m²) Installation system

A15
600 x 600 x 15

1200 x 600 x 15

2.0

2.0
T15 

A24
600 x 600 x 15

1200 x 600 x 15

2.0

2.0
T24  

E15
600 x 600 x 15

1200 x 600 x 15

2.2

2.2
T15 

E24
600 x 600 x 15

1200 x 600 x 15

2.2

2.2
T24  

Hygiene

Stone wool provides no sustenance to 

microorganisms.

Bacteriological class B5 and B10 

beyond the requirements of Zone 4 

(NF S 90-351):

Tested with : 

•  Methicillin-resistant 

staphylococcus aureus (MRSA)

• Candida albicans

• Aspergillus niger

PERFORMANCES

PRODUCT DESCRIPTION

ASSORTMENT

·   Stone wool panel

·   Visible side: micro-textured white painted $eece

·   Rear side: back $eece

·   Painted edges
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HEALTHCARE

PERFORMANCES

αp

1.0
0.9
0.8
0.7
0.6
0.5
0.4
0.3
0.2
0.1
0.0

0.85/B
0.80

125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz αw NRC

15 / 200 0.45 0.75 0.95 0.85 0.95 1.00 0.95 A 0.90
Ab

so
rp

tio
n 

cl
as

s

Thickness (mm) /

Suspension (incl. tile – mm)

Sound absorption

αw up to 0.95 (Class A)

Environment

100% recyclable

Indoor environment

A selection of ROCKFON 

products have been awarded

Reaction to !re

A1

Light re"ection

86%

Humidity & sag resistance

Up to 100% RH

1/C/0N
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